
Voltaje 220 - 240 V 

Frecuencia 50 / 60 Hz 

Aislamiento eléctrico Clase II 
I Dimensiones 160 x 220 x 77 mm 

Peso 0,8 Kg 

Velocidad del aire 60 Km/h 

Potencia Total 200 - 1.800 W 

Consumo 0,9 - 7 A 

rpm  9.000 -18.000 min 

Temperatura aire                            63 °C 

Índice de protección                                                  IP20 

Nivel sonoro (a 2 m)    65 dBA 
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Dimensiones    185 x 165 x 95 mm 

Peso    0,75 Kg 

Capacidad                1.250 ml 

Cantidad dispensada/pulsación             0,7 ml 

  

 

Dimensiones    185 x 165 x 95 mm 

Peso    0,75 Kg 

Capacidad                1.250 ml 

Cantidad dispensada/pulsación             0,7 ml 

  

 

Dimensiones    185 x 165 x 95 mm 

Peso    0,75 Kg 

Capacidad                1.250 ml 

Cantidad dispensada/pulsación             0,7 ml 

  

 

Dimensiones    185 x 165 x 95 mm 

Peso    0,75 Kg 

Capacidad                1.250 ml 

Cantidad dispensada/pulsación             0,7 ml 

  

 

 

     

                         RECESSED BATHROOM SINK  

ROUND SINK Without overflow 
 

 

 General  Description                                                                                                                         

                                               

 Recessed round bathroom sink without overflow, made of 
stainless steel AISI 304, 1.2 mm thick. 
 

 The stainless steel AISI 304 construction protects the product 
against rust and ensures quality and longevity. 
 

 Robust and vandal-proof. 
 

 Easy to clean 
 

 Model suitable for public use with high strength and 
durability. 
 

 
Materials & components 

 

 SN0027C/SN0031C/SN0036C: stainless steel AISI 304, 1.2 

mm thick, bright finish. 

 

 SN0027CS/SN0031CS/SN0036CS: stainless steel AISI 304, 

1.2 mm thick, satin finish. 
 

 BODY: one-piece construction, 1.2 mm thick with different 

bowl diameters to suit the specific need. 50 mm outflow 
diameter. 

 

 

 

Technical specifications 

 
Dimensions 

 
 

 
    
 
          

   

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Bowl thickness 1.2 mm 

Outlet Ø 50 mm 

Inner diameter Ø 1 

Outer diameter Ø 2 

Bowl depth    L1 

Weight (empty)  0.55 Kg/0.75Kg/0.95 Kg 

 

MOUNTING TEMPLATE                                                                                                            
 

 

80-90 cm at lower point  
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            SN0027C / SN0031C /  SN0036C                                     SN0027CS / SN0031CS /  SN0036CS                                                     PR2787C                                                          

                             Bright finish                                                                              Satin finish  
 

 

Dimensions ±4% 


