
Voltaje 220 - 240 V 

Frecuencia 50 / 60 Hz 

Aislamiento eléctrico Clase II 
I Dimensiones 160 x 220 x 77 mm 

Peso 0,8 Kg 

Velocidad del aire 60 Km/h 

Potencia Total 200 - 1.800 W 

Consumo 0,9 - 7 A 

rpm  9.000 -18.000 min 

Temperatura aire                            63 °C 

Índice de protección                                                  IP20 

Nivel sonoro (a 2 m)    65 dBA 
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Dimensiones    185 x 165 x 95 mm 

Peso    0,75 Kg 

Capacidad                1.250 ml 

Cantidad dispensada/pulsación             0,7 ml 
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General Description                                                     

 Arc Front Surface Mounted Auto-Cut Roll Paper 

Towel Dispenser shall hold and dispense one 

205mm wide, 170 mm diameter, non-perforated 

paper towel rolls. 
 

 Touch-Free pull towel mechanism dispenses 

one 280 mm length of towel paper per pull. 

User only touches the paper.  
 

 Structural assembly of all components shall be 

of welded construction. 
 

 Compact, robust and vandal-proof design.  
 

 Suitable for collectivities. It can be installed in 

hospitals, elderly centers, offices, production 

centers kitchens and catering, etc. 

 
Components & materials 

 DT0208ACS: Stainless steel satin finish, 0.8 

mm thick. 
 

 UNIT FRAME AND CABINET: made in 

stainless steel AISI 304, 0.8 mm thick. 
 

 COVER: made in stainless steel AISI 304, 0.8 

mm thick. It is attached to the back plate with 

two pivots and shall be held closed with a 

tumbler lock keyed alike to other washroom 

equipment. Locking door prevents unauthorized 

access or removal. 
 

 OPERATION LABEL: permanently affixed to 

inside rear panel to illustrate correct paper 

loading, 

 
 
 

         

Technical Specifications  

 
 
 
 
 

 
Dimensions 

 
 

Unit frame, cabinet & cover thickness 0,8 mm 

Roll diameter Ø170 mm  

Paper width 205 mm 

 

OPERATION                                                                                                                                                                         

 

A piece of paper towel is always ready for service at the paper towel tray. Pull off this piece of paper towel and cut it. 

A new piece of paper towel will appear automatically at the towel tray for next service. Repeat the action until 

obtaining the desired amount of paper towels. 

 

 

MOUNTING                                           RECOMMENDED HEIGHTS DISTANCE FROM THE FLOOR                                                                                                                                                           

 

130-160 cm at lower point (usual mounting) // 85-120 cm at lower point (for the handicapped). 

                                                          

 Mediclinics, S.A., reserves the right to make changes and/or modifications to the products and their specifications without prior notice.                              

Revisión 05-16                                                                                                                                                                                                                        © mediclinics S.A. 

 

  

 

     

                          PAPER TOWEL DISPENSER 

ROLL Semiautomatic / Wall-mounted 

 

 

  

  

 
                                    
                                         

 

               
 

DT0208ACS 
Satin finish 

Dimensions ±4% 


